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24. NETWORK CONNECTION 

• The software has an option to connect reports to database server which is 

managed by a software called YIELD Advisor from Orbotech that is abandoned. 

It is not possible use this option. 

• In Test module window, within Test Options tab in Paperless/Autohandle there 

is an option to put IP and port of the server. It sends reports in .PAD or .PHD 

format.  

 

• The server apparently uses an SQL database but it is not possible to bypass 

YIELD Advisor creating an own server since Trion’s software waits for a kind of 

acknowledge after trying to connect with YIELD Advisor. 

• Another option to connect Trion’s computer with network consists in using an 

FTP server. Trion's computer can connect using FTP commands in OS/2 

command prompt as a host to a remote server. However, it is not possible to 

create an FTP server in Trion's computer, so this connection is only possible if 

Trion’s computer is the host and the server is placed on another computer, 

using FileZilla software, for example. 
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• The latest and the best option consist in using a shared folder. Trion’s computer 

can share folders easily but to be able to reach this folders using another 

computer, the following restrictions are applied. 

◦ The other computer has to have Windows XP as maximum, as the protocol 

NetBEUI is required. This protocol only works in Windows XP as maximum 

(some information mention that is possible in Windows Vista but it is not 

tested). 

◦ Windows XP computer can be a real computer or just a virtual computer. 

◦ NetBEUI protocol is present in the same Windows XP installation CD, placed 

in VALUEADD\MSFT\NET\NETBEUI. 

◦ This protocol has to be installed only in Windows XP computer, not in OS/2 

computer (Trion's computer). 

◦ To install it, follow these steps in Windows XP virtual computer. 

1) Click Start, click Control Panel, and then double-click Network 

Connections. 

2) Right-click the adapter you want to add NetBEUI to, and then click 

Properties. 

3) On the General tab, click Install. 

4) Click Protocol, and then click Add. 

5) Click Have Disk, insert your Windows XP CD-ROM, open the 

Valueadd\msft\net\netbeui folder, click the Netnbf.inf file, and then click 

Open. 

6) Click OK, and then click OK to complete the installation. 

◦ If your router has AP isolation enabled, either using a real Windows XP 

computer or a virtual one, it has to be LAN connected (not WiFi), since the 

OS/2 computer is connected to LAN. AP isolation means that LAN connected 

computers cannot reach WiFi connected computers. 
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• To share a folder in OS/2 computer, Right-click on the desired folder and Left-

click on Start sharing.... Give access to all users.  
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